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DRIP DAM™

Get instant drip diversion with the Drip Dam™ leak diverter. Available 
in custom sizes, this funnel-style fast response tool will channel away liquids 
minimizing the risk of slip-and-fall injuries and contamination. A flowrate of over 
three (3) gallons per minute and a convenient hose connector with cap make 
containing and redirecting drips, drops, and leaks a breeze! 

LEAK DIVERTER

DRIP DAM™ LEAK DIVERTERS
Part # Dimensions L x W ft. (m) Weight lb. (kg)

460303-YE 3 x 3 (.9 x .9) 2 (.9)
460306-YE 3 x 6 (.9 x 1.8) 3.5 (1.6)
460310-YE 3 x 10 (.9 x 3) 5 (2.3)
460505-YE 5 x 5 (1.5 x 1.5) 4 (1.8)
460606-YE 6 x 6 (1.8 x 1.8) 5 (2.3)
460610-YE 6 x 10 (1.8 x 3) 7 (3.2)
460612-YE 6 x 12 (1.8 x 3.7) 9 (4.1)
461010-YE 10 x 10 (3 x 3) 9 (4.1)
461012-YE 10 x 12 (3 x 3.7) 9 (4.1)
461212-YE 12 x 12 (3.7 x 3.7) 10 (4.5)
461220-YE 12 x 20 (3.7 x 6.1) 13.5 (6.1)
461818-YE 18 x 18 (5.5 x 5.5) 14 (6.4)
462424-YE 24 x 24 (7.3 x 7.3) 15 (6.8)

CUSTOM 
SIZES

AVAILABLE

Key Features Include:

• Fast & efficient response to 
 overhead leaks
• Lightweight
• Easy to handle, use, & store
• High chemical resistance
• Flow rate of over 3 gallons per 

minute
• Reusable & reliable
• Custom sizes & shapes available!

DIVERTER ACCESSORIES 
DIVERT THE SPILLS WHERE YOU WANT THEM.
Designed to fit all ENPAC leak diverters and rack 
sump inserts, this hose is manufactured with a clear 
PVC & nylon fittings allowing captured liquid to 
safely flow to your choice of containment. 

LEAK DIVERTER ACCESSORIES
Part # Dimensions L x W ft. (m)

46-HOSE-10 10 x 3/4” (3 x 1.9cm) 
46-HOSE-25 25 x 3/4” (7.6 x 1.9cm) 

Part # Dimensions L x W in. (cm) Weight lb. (kg)

4622-YE-DC 24 x 24 (61 x 61) 2 (.9)
4624-YE-DC 24 x 48 (61 x 122) 4 (1.8)

DROP CEILING LEAK DIVERTER 
Drop Ceiling Leak Diverter is designed to perfectly replace your ceiling tiles while capturing leaks. 

DROP CEILING LEAK DIVERTER

ROUND LEAK DIVERTER
Leaky pipes pose a serious safety hazard to people and property. Easily contain drips with 
this funnel-shaped leak diverter, then re-route them to an appropriate drain by connect-
ing a hose (Not included) to the standard 3/4” fitting. 

Part # Dimensions L x W in. (cm) Weight lb. (kg)

46R18-YE 18 x 18 x 18” (.45 x .45 x .45) 1 (.5)

ROUND LEAK DIVERTER NEW!

Hose not included


